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Dakota Alert, Inc. Wireless security equipment

BBT-2500
 The BBT-2500 is a solar powered wireless infrared break beam sensor that is simple 
to install and requires no wiring. The break beam sensors are powered by lithium ion 
batteries that are recharged through the solar panels during the day. Because the unit is 
self powered there is no need to run wires for power. Installation time can be as little as 
a few minutes. The infrared sensing terminals can be mounted up to 300 feet apart and 
will send a signal back to the DCR-2500 receiver up to half mile away* anytime someone 
passes between the sensors. 
 The break beam sensor is a point to point sensor and will not be activated by any 
motion outside of the monitored beam. The sensors are not affected by small objects 
such as falling leaves or birds. It can be mounted high enough to avoid dogs and other 
animals but it will detect any intruder walking through the beam area. The beam sensor 
is ideal for outdoor applications such as storage lots, lumber yards, car dealerships, etc.  
Multiple sensor pairs can be used to send a signal to one receiver if you wish to set up a 
perimeter.

2500 Series

 Transmitter size 13.25”x3.25”x2”
Frequency 434 MHz
Wireless range 2500 feet*
Power type (included) Solar/Lithium Ion Rechargeable
Detection type Infrared break
Detection range 300 feet
Operating temp. -30˚ to 120˚

BBT-2500 Specifications
 Size 6”x 3.5”x 1.5”
Frequency 434 MHz
Zones 4
Code Combinations 256
Power Supply 12VDC transformer
Relay outputs 4 form “C”
Voltage output 12 VDC 400 mA maximum 

DCR-2500 Specifications

DCR-2500
 The DCR-2500 is the receiver for the BBT-2500, DCMT-2500, DCPT-
2500, and the DCHT-2500 systems. The receiver has four form “C” relay 
outputs and one 12VDC output. The output durations are adjustable up 
to 10 minutes. The receiver will play one of four different tunes that are 
selected at the transmitter so that different zones can be distinguished. 
The receiver is powered by a 12VDC transformer. The receiver also offers 
a 5 minute exit delay so you can leave the house without disturbing any 
occupants as well as a reminder beep and counter function.

*Actual range will vary depending on the local terrain.
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DCMA-2500
Includes one DCR-2500 and one DCMT-2500
 The DCMA-2500 is a feature filled wireless motion detector/receiver kit with a ½ mile* radio 
range. The motion detecting sensor operates on one 9-volt battery (not included) and will detect 
a person or vehicle passing by out to about 50 feet. The sensor will then send a signal back to the 
receiver up to ½ mile away*. 
 The DCMA-2500 kit can be used by homeowners and business owners alike as a driveway 
alarm, entrance alert, back yard monitor, etc. Installation is very quick and simple, and it can be 
done by virtually anyone.

DCPA-2500
Includes one DCR-2500 and one DCPT-2500
 The DCPA-2500 is a driveway alarm kit that is used to detect vehicles only. The transmitter 
operates on four CR123A batteries (included) and has 50’ of direct burial wire connecting the 
probe to the exterior case. The probe is buried parallel to the driveway, and will detect vehicles 
passing by within approximately 10-12 feet. The direct burial cable can be run to a tree or post 
nearby, where the transmitter box is located. When a vehicle drives by, the transmitter will send 
a signal to the DCR-2500 receiver up to ½ a mile away.*
 The DCPA-2500 is ideal in locations where there may be deer or other large animals that 
would cause false signals with a motion detecting system. Also, because the probe is buried 

underground, it will be the least noticeable of our wireless systems. The transmitter is weatherproof and meant for exterior 
locations.

DCRH-2500
Includes one DCR-2500 and one DCHT-2500
 The DCRH-2500 is a very reliable and easy to install driveway alarm. The transmitter operates 
on one 9-volt battery and has 25’ of 3/8” diameter exterior hose that will lie across the drive. 
When a vehicle drives over the hose, a signal will be sent to the DCR-2500 receiver up to ½ a mile 
away.*
 The transmitter is weatherproof and meant for exterior locations. Up to four zones can be 
monitored with additional transmitters. The transmitters can be programmed so they will each 
sound a different tone at the receiver for several seconds.

*Actual range will vary depending on the local terrain.

2500 Series

 Transmitter size 5”x5”x3”
Frequency 434 MHz
Wireless range 2500 feet*
Battery type 9-volt alkaline

(not included)

Hose length 25 feet
Hose diameter 3/8”
Operating temp. -30˚ to 120˚

DCHT-2500 Specifications Transmitter size 5”x5”x3”
Frequency 434 MHz
Wireless range 2500 feet*
Battery type (4) CR123A

(included)

Probe size 12”x1.5”
Probe detection 10 feet
Wire length 50 feet
Operating temp. -30˚ to 120˚

DCPT-2500 Specifications

 Transmitter size 4.5”x3”x2.25”
Frequency 434 MHz
Wireless range 2500 feet*
Battery type 9-volt alkaline

(not included)

Detection type Passive infrared
Detection range 50 feet
Operating temp. -30˚ to 120˚

DCMT-2500 Specifications
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IR-2500
 The IR-2500 is a passive in-
frared detector capable of monitor-
ing an area up to 100o wide.  With 
the integral mask, the detection area 
can be narrowed down to 20o or 
anywhere in between. With the swiv-
el mount, the IR-2500 sensor can be 
adjusted right to left up to 80o and 
up and down up to 50o.  With three 
different sensitivity settings, the IR-

2500 can detect a person up to 12 feet, 25 feet or 40 feet away. 
The IR-2500 is powered by one 9 volt battery (not included) and 
is designed for indoor or light duty outdoor applications under an 
eave or other protected location and will send a wireless signal up 
to  a ½ mile* back to the DCR-2500 receiver.

DCR-2500
 The DCR-2500 is the re-
ceiver for the BBT-2500, DCMT-
2500, DCPT-2500, DCHT-2500, 
IR-2500 and the UT-2500 sys-
tems. The receiver has four 
form “C” relay outputs and one 
12VDC output. The output du-
rations are adjustable up to 10 

minutes. The receiver will play one of four different tunes that are 
selected at the transmitter so that different zones can be distin-
guished. The receiver is powered by a 12VDC transformer. The re-
ceiver also offers a 5 minute exit delay so you can leave the house 
without disturbing any occupants as well as a reminder beep and 
counter function.

*Actual range will vary depending on the local terrain.

UT-2500
 The UT-2500 is a simple to use universal transmitter that is compatible with the other 2500 
Series products. The UT-2500 operates on a 3 volt lithium battery (included) and has several differ-
ent methods of activation. The UT-2500 has a push button that can be used as a panic button or a 
wireless doorbell. There is also a magnetic door/window contact and terminals for both a normally 
open (N/O) and normally closed (N/C) input. These inputs can be used with any sensor contacts.  
Now you can have your favorite sensor send a wireless signal up to a ½ mile* back to the DCR-2500 
receiver.

2500 Series

 Size 6”x 3.5”x 1.5”
Frequency 434 MHz
Zones 4
Code Combinations 256
Power Supply 12VDC transformer
Relay outputs 4 form “C”
Voltage output 12 VDC 400 mA maximum 

DCR-2500 Specifications

 Push Button Size 3.38”x 1.94”x .81”
Contact Size 2”x .56“x .38”
Frequency 434 MHz
Code Combinations 256
Battery Type CR2 3-volt lithium (included)

Trigger Inputs N/O, N/C, push button, 
magnetic contact

UT-2500 Specifications

 Size 3.75”x 2.75”x 2.5”
Frequency 434 MHz
Code Combinations 256
Battery type 9-volt alkaline (not included)

Wireless range 2500 feet*
Detection range 12ft, 25ft, or 40ft
Detection angle 20˚ to 100˚
Swivel angle 80˚ horizontal, 50˚ vertical

IR-2500 Specifications


