OUTDOOR PASSIVE INFRARED DETECTOR

LX-402,LX-802N

120° wide Long Range 1YEAR WARRANTY
FEATURES FUNCTION
-LX-402 :40ft.(12m) 120° Wide Angle -Selectable Pluse Count (TEST or 2)
-LX-802N:80ft.(24m) Long Range -Selectable Sensitivity (H ,Mor L) :
.Selectable Detection Area Patterns -Form C Relay Output I
-Day/Night Mode -Tamper Switch

-Waterproof (IP Rating:IP54)
Safety-Related Precautions ——

-Before installation, make sure to read this instruction manual carefully for safe and effective propduct operation.
-After reading this installation instructions, make sure to keep it in a conveninet place for future use.

H This icon denotes a situation involving the risk of serious A H This icon denotes a situation involving the risk of serious
Awa "“ng injury or even death, if the waming given is ignored. CaUt|on injury or damage to property if the waming given is ignored.

A\ Warning
Never use this product for any application expect purpose for To avoid the risk of electric shock, never touch the main
detecting moving object such as human or car. In addition, never ® body of the product with wet hands (Also, if the product is 0 A
use for any activation for a shutter or other. It may cause hazards. wet after rain, do not touch it).

n 5 . Never connect the terminal with higher power supply or current
Never attempt to disassemble or modify the product, which b i : : ®
increases the risk of fire or damage of the product. draw over the specification. It increases the risk of fire or damage

to the product.
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. . L Mount the detector directly to a Avoid moving objects in the Aim the detector at wall or the ground,
Maximum mounting height is wall or ceiling with the optional detection area (i.e.swaying to aviod unwanted detection.
8.3ft.(2.5m). bracket{model CA-1W or CA-2C). trees, bushes, etc.).
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When using the pet alley area, Avoid looking directly at air Avoid vapor or high humidit
the mounting height should be conditioning or heating vents. that can gause <:or?densation.y
between 4-5ft.(1.2-1.5m).
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2.Pet Alley Area
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This product detects temperature differences between the moving object and the
2.Pet Alley Area LN N NN N N background temperature g\ethe detection area. So, if the object dose not move,

the detector can not detect it, and changing of the temperature differences may
affect the detector's detection range. .

— RN Additionally, since this product has directional characteristic it is difficult to detect
001 23 4 s 87 s e, the target that is approaching the detector.
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LED Indicater
[LED lights

during detection

Lens

cover screw

Cover
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For Muli-level : Lower position™M"
For Pet Alley : Upper position™P"

ight Mode Adjustment

Adjust Day/Night Mode accordi
to desired DAY/NIGHT
operating periods.
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Multi-Level/Pet Alley
Adjustment Screw

{Loosen screw and select.

Inner Cover
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Rubber packing_—
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Knockout
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Standard™2"pluse or

/Pulse Count Switch
["TEST“ mode.

Mount Pitch
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3.28 Inches (83.5 mm)

“~Sensitivity Switch

Selectable 3 position |

g [( H, M, L).
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(Do not touch)

Terminals

| 4.INSTALLATION PROCEDURE

Installation on wall

1

b P e | modeadustment ohe || e OPening between|
optional “CA-1W" mounting bracket NORMAL ) sach wires and the
: = o nv--w' 'm” inockout hols.
Installation on ceiling is required , see sec-
tong-1) -
1 If you have prob-
lems of wiring
| i through the back of
E> the detector, re- Select HIGH,
Install the bracket || Attach the LX-402/ move adjustment MEDIUM or LOW
“CA-2Conoceiling || 802N to the bracket :’;‘:c';“'ﬁ:“m Set Puse Count othe ||  sensitivity(H,M,L).
and pull wire. and pull wire. the *Z posion. (sessec- || Fasten cover with
base.(see illus.) ion 6-1and 2). the cover screw.
[u;.muuimmmbrmmzc'] " (see section 6-

3 NOTE ! 4

Set the Day/Night

Aher wing, pack e
provided sponge into

| 5.0PTIONAL BRACKETS

(— 1. Ceiling Mount Bracket “CA-2C"
Adjust Horizontally : +45°

$4.49(P114)

ey
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6.03(152. 8)

Adjust Vertically : 0° to 20° downward

5.89(149.5)

5

Adjust Horizontally : +45°

2.95(75)

——

[ Note ! Maximum mounting height is 8.3 ft (2.5m) }

}l

4.87(123.5)

~— 2. Multi-Angle Wall Mount Bracket “CA-1W" B ———
Adjust Vertically : 0° 1o 20° downward

6.03(152. 8)
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~— 1. Day/ Night Mode ~, 2. Pulse Count Swich : ~  f
t.b.hdil.:lsl_ th:: Dayﬂ]tghhl Modao switch of the detector according lo '
e brightness 1]
gh e sumounding area. TE%,I :E| 2" moda ¢ Salect *2* for normal applications.
. l_ 1 (STANDARD Position)
P | NORMAL Position |
‘®,_ : T have Ihe standard detoctor funciion
anly during evaning/night time, sat the y
NIGHT DAY APk Sl el 8 :B “TEST" mode  : Select TEST" moda when conduciing
| WALK TEST , or for usa in extremely
| stable anvironmanis,
- : To have the detector bagin 1o function
F § A whila the surrounding area Is lighter, turn P P ———"
| x tha dial gradually lo the DAY sida, i Unit is pre-set at "2" position.
HIGHT DAY I .
~— 3. Sensitivity Switch w
| s . Usa *M* position lar narmal applications,
¥ i L : To have the detector funclion only afier i - M (STANDARD Paosition)
r'i has bocome dark, tum the dial gradually
HGHT DAY lo tha RIGHT sida.
|
« | tUsa"H" Positicn whon you nead high sensitivity,
b (ax.Pel Alley Area)
o
f@\. : To have the detecior lunction at all time,
| a or to parfonm a walk test, sel the dial to . :Use "L position in areas that may be unstable,
HIGHT DAY the DAY position. .
- | F
Unit is pre-set at "NORMAL” position. | Unit is pre-set at "M" position. | %
w — 4%
;
[ 7.DETECTION AREA ADJUSTMENT |
— Changing vertical detection area -~ Eliminating unwanted detection zones —

1.Multi-Level Arga (LX-402 only)

0 ) YK ;
Usia thit Srea for nwanted detection zonas can be eliminated by simply masking

% namal applications. the lens with the provided masking strp, as follows: :
T — ,

|Unit is pre-set at “Multi-Level" _settingJ

wn

Remove cover and apply strp to the
inside of lens on the zone fo ba

2.Pet Alley Area
aliminated.(sea illus.)

Provide a  horizontal

detection pattarm  with
f-—-—— {?:__ = ne declinalion of zanes,
b allowing pets 1o move

thraugh the area.

—— Selecting Pet Alley Pattern

eryyene .

~orrrpy o

Carafully loosen the  Slide tho cover down Flip the Miror to the Exampls « s
L
aisiialrant e andiasler e aaara ndr phashich P Eg:gﬁ_&t;aan“il::salllmlnatﬂd by masking tha lans at
al the “P" position. iHi

NOTE ! Sensitivity setting must be one step higher position
when pet alley area is selected.

NOTE! Pet Alley Area will not function if two changes are not
perormed.
1 A \_ =4
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